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CONTROLLING COMMUNICATIONS THROUGH A VIRTUAL REALITY 

ENVIRONMENT 

FIELD OF THE INVENTION 
5 The present invention relates to virtual reality 

systems, and particularly relates to using virtual 
reality systems to facilitate intuitive communications 
through communications systems associated with a virtual 
reality environment . 

10 

BACKGROUND OF THE INVENTION 

Advances in communications technology continually 
expand and refine available options for communicating 
with one another. Key examples come to mind, such as the 

15 proliferation of wireless communications devices, audio 

and video conferencing systems, network and Internet data 
sharing systems, and electronic collaborative work 
applications. Ironically, exploiting new communications 
and information technology becomes increasingly 

20 complicated as the range and sophistication of the 
underlying technologies increases. 

Workers in a typical company communicate with one 
another in a variety of ways. For example, a single 
person may be associated with a desk phone, a cellular 

25 phone, a pager, a personal digital assistant, a computer 
system, multiple email accounts, and a myriad of other 
points of contact. The preferred means of contacting 
such a person will likely vary with changing 
circumstances— such as time of day or travel status. The 

30 efficiency of co-workers attempting to contact this 

person may be compromised by the sheer number of contact 
choices available, the number of systems involved (e.g., 
phone, email, paging) , and by not knowing which choice is 
appropriate at any given time. 
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Other barriers to efficient and effective 
communications stem from the increasing complexity of the 
information involved in our communications. Workers are 
involved in the development of increasingly complex 
systems that are oftentimes developed using 
geographically disperse, multi-disciplinary teams. The 
ability of these teams to interact with one another and 
share information intuitively and effectively is critical 
for success. Further, consumers buy and use increasingly 
sophisticated systems and services, yet their ability to 
realize the full value of such systems and services 
depends on a vendor's ability to supply them with 
appropriate, readily understood assistance and supporting 
information . 

Unfortunately, existing communication solutions 
remain loosely integrated at best and do not offer users 
with an intuitive way to interact with and use any and 
all of the communications technologies available in a 
given situation. Accordingly, there remains a need for a 
system that combines or has access to disparate 
communications technologies and provides an intuitive 
interface, preferably visual, that allows people to 
intuitively interact with other persons and with 
supporting information and communications systems. 

SUMMARY OF THE INVENTION 

People intuitively understand how to work within a 
graphical computer application in which desired functions 
are represented in a meaningful manner. The present 
invention simplifies communications between people and 
systems by linking specific communications functions to 
events occurring within a virtual reality environment. 
The virtual reality environment provides a graphical 
representation of places and objects that can be 
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associated with real-world persons and communications 
systems. For example, a telephone call might be 
automatically initiated between two co-workers based on 
one of the co-workers virtually entering the virtual 
office of the other. 

More generally, in the present invention, a virtual 
reality system defines a virtual environment and events 
that can occur within the virtual environment, and 
initiates desired real world actions when an event 
occurs. System users, represented as avatars within the 
virtual environment, generate virtual events based on 
interacting with virtual objects and locations, as well 
as with other avatars. In general, virtual entities 
(e.g., avatars, objects, and locations) are associated 
with data bearing on the particular real world action 
triggered in response to an event involving the entity. 
For example, an avatar entering a virtual office 
(location) might generate a virtual event that triggers a 
telephone call or other electronic communications between 
a person associated with the avatar and a person 
associated with the virtual office. The associated data 
in this case could include the telephone numbers or 
contact information required to establish communications 
between the persons involved. Other data might specify a 
computer application to open facilitating data transfer 
or file sharing activities. 

A given virtual event may have a single predefined 
real world action. For example, one avatar handing a 
virtual file folder to another avatar might invoke a file 
sharing application, or simply transfer associated data 
from one computer system to another. Alternatively, a 
given event may trigger different real world actions at 
different times. Thus, entering a virtual office during 
normal business hours may initiate a phone call to an 
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office telephone, while the same event might trigger a 
call to an after-hours number, enter voice mail, or 
launch an email application, if the same event occurs 
outside of normal business hours. 

Multiple event types and multiple possible real 
world actions associated with each event type may be 
defined and configured for each virtual entity. 
Normally, an owner of a given virtual entity performs 
such configurations. This allows a person to configure 
the real world actions that are initiated when one of 
their virtual entities is interacted with in the virtual 
environment. This allows the person to choose how they 
wish to be contacted at different times, or in different 
locations. Additionally, the virtual reality system 
itself may use changing conditions, such as time of day 
or the whereabouts of the person, to determine what real 
world action is initiated in response to a given virtual 
event . 

Virtual event types include object events such as 
drop, pick up, touch, and use. Location oriented event 
types include enter, leave, and move. A wide range of 
other event types such as share, open, and send, may be 
defined for file sharing and collaborative working. The 
present invention also supports push technologies 
allowing multiple users to share a graphical environment. 
Event types may be extended as needed to support a broad 
range of virtual activities. The virtual reality system 
includes interfacing support allowing it to interface, 
either directly or indirectly, with a wide variety of 
systems, such as telecommunications networks, computer 
and information networks, computer applications, and a 
wide range of other devices and systems. Thus, a broad 
array of devices, systems, and software may be made 
responsive to events occurring within the virtual 
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environment. This provides substantial flexibility and 
makes the system and methods of the present invention 
suitable for corporate communications and collaborative 
working, virtual e-commerce, and sophisticated customer 
5 support applications. 

Those skilled in the art will immediately appreciate 
the range applications to which the present invention may 
be applied. Additionally, other aspects and features of 
the present invention will become apparent to those 
10 ordinarily skilled in the art upon review of the 

following description of specific embodiments of the 
invention in conjunction with accompanying figures. 

BRIEF DESCRIPTION OF THE DRAWINGS 
15 Figure 1 illustrates an exemplary environment in 

which the present invention may be advantageously 
practiced. 

Figure 2A illustrates an exemplary embodiment of the 
system of the present invention. 
20 Figure 2B illustrates an exemplary initiation of a 

telephony session between a first and second user in 
accordance with the present invention. 

Figure 3 illustrates an alternate exemplary 
embodiment of the system of the present invention wherein 
25 multiple communications systems are involved. 

Figure 4 illustrates an alternate exemplary 
embodiment of the system of the present invention wherein 
a single communications system is involved. 

Figure 5 illustrates the configurable nature of 
30 communications functions in one embodiment of the present 
invention. 

Figure 6 illustrates how a single virtual entity may 
be linked to a common communications function, such as a 
conference call, in the present invention. 
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Figure 7 provides exemplary, simplified program 
logic for initiating communications functions in response 
to certain events occurring within the virtual reality 
environment . 

Figure 8 provides additional details for certain 
aspects of the program logic of Figure 7 . 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Before delving into details regarding the present 
invention, it is useful to build a framework of 
discussion and identify certain terminology. Within a 
virtual reality environment, virtual entities may be used 
to represent real world entities. A real world entity 
can be almost anything with examples ranging from an 
actual person, a communications device or other system 
associated with a person or persons, a computer network, 
or a software application. Virtual entities may appear 
as virtual persons (avatars) , or may be virtual objects 
or virtual locations. For example, a virtual reality 
system user might create a "virtual office" accessible to 
other users of the virtual reality system. With the 
present invention, in many of its various embodiments, 
virtual entities generally represent or are associated 
with one or more persons, communications and information 
systems associated with one or more persons, or computer 
networks and computer applications. 

Referring to the virtual office example, the " x owner" 
of the virtual office might place a virtual calendar, a 
virtual phone, and a virtual PC on a virtual desk within 
the office. Another user operating within the virtual 
environment, possibly as an avatar, might virtually touch 
the calendar to schedule a meeting with the office owner, 
pick up the phone to call the office owner, or place a 
document on the PC to transfer a file to the office 
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owner's real world PC. This theme can be extended with 
virtually touching a virtual notepad resulting in an 
email being sent to the office owner. The theme may also 
be altered somewhat in that the office owner may 
5 configure the virtual office such that a preferred 
communication is initiated whenever another user 
virtually enters the office itself- Depending upon the 
whereabouts of the office owner, the communication 
automatically initiated using email, a mobile telephone, 

10 pager, personal digital assistant, an office telephone 
call, or a home telephone. 

With the above context in mind, Figure 1 illustrates 
an overall framework 10 for practicing an exemplary 
embodiment of the present invention. The invention 

15 incorporates or operates in conjunction with a virtual 

reality system 20. The components and related aspects of 
the virtual reality system 20 are identified in the 
accompanying drawings using reference number in the 200' s 
for clarity. The virtual reality system 20 includes a 

20 virtual environment server 210 hosting a virtual reality 
environment 220 having virtual entities 222 and 224, and 
a virtual environment interface 240. While two virtual 
entities 222 and 224 are illustrated, the virtual reality 
environment 220 may have any number of virtual entities. 

25 The virtual reality system 20 interfaces, directly or 
indirectly, with a communications system 30. 

In the context of Figure 1, users 40 and 50 
represent persons able to interact with the 
communications system 30 and the virtual reality system 

30 20. More generally, the users 40 and 50 are considered 
as real world entities associated with the virtual 
entities 222 and 224. As will be shown in more detail 
later, the users 40 and 50 will typically have some type 
of computer to interact with the virtual reality system 
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20 and some type of communications device to interact 
with the communications system 30. 

The users 40 and 50 are associated with the virtual 
entities 222 and 224, respectively. More particularly, 
5 various communications devices (e.g., phones, pagers, 
computers, personal digital assistants etc.) associated 
with the users 40 and 50 are associated with the virtual 
entities 222 and 224, respectively. Thus, virtual 
interactions between the virtual entities 222 and 224 

10 under control of the users 40 and 50 may be used to 
trigger or initiate desired communications functions 
through the communications system 30 involving the users 
40 and 50. The communications system 30 may, for 
example, be an intra-office PBX, the public switched 

15 telephone network (PSTN), a network-based or Internet 
telephony system, a computer application, a computer 
network, or other type of information system. 

One or more events are defined for the virtual 
reality environment 220. These events are generated by 

20 interactions between the virtual entities 222 and 224. 
For example, the user 40 may direct his or her 
corresponding virtual entity 222 to somehow interact 
(e.g., touch, enter, contact, select) the virtual entity 
224 associated with the user 50. This action generates a 

25 defined virtual event detected by the virtual environment 
interface 240. In response to the event, the virtual 
environment interface 240 initiates a desired 
communications function that is defined for or associated 
with the event. For example, the virtual reality system 

30 20 might be configured with telephone numbers 

corresponding to telephones of users 40 and 50 such that 
a telecommunications call is initiated between them in 
response to the virtual event. 
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The virtual reality system 20 may include one or 
more computer systems. For example, the virtual 
environment server 210 may be deployed as one computer 
system and the virtual environment interface 240 as 
5 another computer system. The virtual environment 

interface 240 may itself be separate from, for example, a 
network server (not shown) , or may be included as part of 
the network server. The software for hosting the virtual 
reality environment, configuring and responding to events 

10 within the virtual reality environment, and interfacing 
with other systems to initiate a desired communications 
function, may be included in a single computer system, 
spread across multiple computer systems, or any 
combination thereof . 

15 Figure 2A provides details for one embodiment of the 

present invention. The user 40 is associated with a PC 
40A and a communications device 40B, while the user 50 is 
associated with a PC 50A and a communications device SOB. 
Users 40 and 50 use PCs 40A and 40B, respectively, to 

20 interact with the virtual reality environment 220. While 
two users (40 and 50) are illustrated, the virtual 
reality system 20 supports interaction with any number of 
users. As shown, the virtual environment interface 240 
supports such interaction. Other configurations of the 

25 virtual reality system 20 may involve the PCs 40A and 50A 
interfacing directly with the virtual environment server 
210 to enter and interact with the virtual reality 
environment 220. In such cases, the PCs 40A and 50A may 
communicate directly with virtual environment server 210 

30 and the virtual environment interface 240. 

The user 40 may use PC 40A to cause the virtual 
entity 222 to interact with the virtual entity 224. This 
interaction triggers an event that has been defined in 
the virtual reality environment 220. The virtual 
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environment interface 240 receives notification of the 
event and, optionally, additional event information. 
Based on its configuration, the virtual environment 
interface 240 identifies a desired communications 
5 function associated with the event and initiates this 
desired function in the communications system 30. The 
desired communications function might be, for example, a 
communications session between the users 40 and 50 using 
their corresponding communications devices 40B and SOB, 

10 respectively. 

Figure 2A also highlights some of the substantial 
flexibility associated with the present invention. For 
example, the communications network 30 might be a 
computer network and the communications devices 4 0B and 

15 SOB might be computer telephony devices. In this case, 
the PCs 40A and 50A may be used to communicate with the 
virtual reality system 20, as well as the communications 
devices 40B and SOB. Additional communications devices 
(not shown) may be associated with one or both users 40 

20 and 50. Thus, the virtual reality system 20 may be 

configured with information about contacting the users 40 
and 50 in a variety of ways, such as phone numbers, email 
addresses, and information regarding preferred methods of 
contact for different times of the day. Preferably, such 

25 information can be dynamically updated by the users 40 

and 50 (and other users-not shown-of the virtual reality 
system 20) , or by the virtual reality system 20 to 
reflect changing preferences for contacting users 40 and 
50. 

30 Figure 2B illustrates a simplified, logical sequence 

of events for practicing one embodiment of the present 
invention. In Figure 2B, the virtual reality system 20 
provides a virtual environment interface 240 for each of 
the users 40 and 50. In such implementations, PCs 40A 
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and 50A corresponding to the users 40 and 50, 
respectively, may run the virtual environment interfaces 
240A and 240B, respectively, allowing the users 40 and 50 
to operate within the virtual reality environment 220, as 
5 well as processing virtual events. The communications 

devices 40B and SOB can be, for example, Universal Serial 
Bus (USB) phones, Telephony Applications Programming 
Interface (TAPI) compliant phones, or any number of other 
types of communication devices suitable for PC 

10 interfacing. Assume that the virtual entity 224 is 

configured as a virtual office for the user 50. Further, 
assume that the virtual entity 222 is configured as an 
avatar representing the user 40. 

Operating under control of the user 40, the virtual 

15 entity 222 ^ enters" the virtual entity 224. This 

interaction generates an "enter" event (STEP 1) . The 
event notification sent to the virtual environment 240A 
of the user 4 0 includes event information identifying the 
type of event and the virtual entities involved. In the 

20 scenario where the PC40A of the user 40 is hosting the 
virtual environment interface 240A, the PC 40A invites 
the associated communications device 40B to initiate a 
communications session (STEP 2) . If the communications 
device 40B is operative and available, it affirms the 

25 communications session initiation (STEP 3) . Then, the PC 
50A of the user 50 receives the invitation information, 
which it passes to the communications device 50B (STEP 
4) . This assumes that the PC 50A of user 50 is hosting 
the virtual environment interface 240B. If the 

30 communications device SOB is operative and available, it 
affirms the invitation and this is acknowledged for the 
user 40 (STEPS 5, 6, and 7) . Affirmation of the 
acknowledgement is sent back to the PC 40A (STEP 8), 
where it is acknowledged (STEP 9) and a communications 
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path between the communications devices 40B and 50B is 
established (STEP 10) . While many methods exist for 
supporting the above telephone session initiation 
actions, the Session Interface protocol (SIP) represents 
5 a standardized protocol supporting such implementations. 

Figure 3 illustrates the flexibility of the present 
invention. Three virtual entities 222, 224, and 226 
within the virtual reality environment 220 represent the 
user 40. Thus, there is a one-to-one correspondence 

10 between virtual entities 222, 224, and 226 and the 

various communications systems 30, 32, and 34 available 
for contacting the user 40. Each virtual entity 222, 
224, and 226 may be associated with a different 
communications system 30, 32, and 34, respectively. The 

15 different communications systems 30, 32, and 34 can be 
essentially any type of communications system, such as 
analog or digital telephone networks, cellular networks, 
computer or other information networks, etc. The system 
interfaces 42 collectively represent the communications 

20 devices or systems used by the user 40 to interact with 
the communications systems 30, 32, and 34. As such, the 
particular communications function initiated by the 
virtual environment interface 240 depends upon which of 
the virtual entities 222, 224, and 226 are involved in 

25 the virtual event. 

Figure 4 illustrates a many-to-one mapping wherein 
multiple virtual entities 222, 224, and 226 are all 
associated with the same communications system 30 for 
contacting the user 40. In this context, virtual 

30 interaction with any of the virtual entities 222, 224, 
and 226 may be configured to initiate a communications 
function in the communications system 30 via the virtual 
environment interface 240. The utility of this 
arrangement can be better understood by imagining a 
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virtual reality environment 220 where the user 40 has 
multiple representations within the virtual reality 
environment 220. For example, the virtual entity 222 
might be an avatar representation of the user 40, while 
5 the virtual entities 224 and 226 might represent a 

virtual office and a virtual telephone, respectively, 
both associated with the user 40. 

Figure 5 illustrates how user information and 
certain conditions, such as time of day, may be used to 

10 extend the utility of the present invention. Again, 

virtual entities 222 and 224 correspond to the users 40 
and 50, respectively. The users 40 and 50 can interact 
with the virtual reality system 20 to configure the 
communication function (s) they desire to be initiated by 

15 interactions with their corresponding virtual entities. 
For example, the particular communications function 
initiated by the virtual reality system 20 upon detection 
of a virtual event involving the virtual entity 224 may 
be based on configuration information, a user profile for 

20 example, provided by the user 50. 

Figure 5 further illustrates the ability of the 
virtual reality system 20 to initiate different 
communications functions or modify the information used 
to initiate a given communications function, based on 

25 monitoring certain conditions. Intuitively, one imagines 
that a preferred method of contacting a given individual 
might change at different times during the day. During 
normal working hours, a desk telephone may be preferred, 
but during lunch or after hours, a mobile telephone may 

30 be preferred. At still other times, emailing or paging 
might represent the best or perhaps only way of 
contacting the given person. 

In these and other scenarios, the virtual reality 
system 20 may be configured to consider one or more 
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criteria for evaluating one or more conditions to 
determine which communications function is preferred at 
any given time. While conditions are illustrated as 
being externally provided to the virtual environment 
interface 240, the virtual reality system 20 may 
determine one or more of the conditions used to select 
preferred communications functions for a given virtual 
event at a given time. System time and date represents 
the type of conditional data that is easily maintained by 
the virtual reality system 20, while monitored locations 
of workers within an office complex might represent the 
type of conditional information provided by external 
sensing or monitoring systems. 

Figure 6 illustrates a configuration alluded to 
earlier, wherein a communications system 30, such as a 
video conferencing system, is represented as a virtual 
entity 222 within the virtual reality environment 220. 
In this way, the virtual reality environment 220 may be 
constructed to provide an intuitive way for users 40, 50, 
and 60, to join in a conference supported by the 
communications system 30. One technique is to configure 
the virtual entity 222 as a virtual conference room 
within the virtual reality environment 220. 
Configuration information would then be defined and 
stored so that the virtual reality system 20 is capable 
of initiating a connection between the users 40, 50, and 
60, and the communications system 30 when the individual 
users interact with the virtual entity 222. 

Thus, Figure 6 is just one example of the 
flexibility of the present invention in representing 
users, communication systems, communication devices, 
computers, and various other real world entities as 
virtual entities (222, etc.) within the virtual reality 
environment 220. The particular communications function 
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initiated by the virtual reality system 20 may then 
depend upon what specific kind of real world entity is 
represented by a given virtual entity. 

Figure 7 illustrates operating logic for one aspect 
5 of operation of the virtual reality system 20 in some 
embodiments of the present invention. Operation begins 
(block 710) with the virtual reality system 20 
registering one or more real world entities (people, 
systems, software, etc.) so that desired associations may 

10 later be made between the corresponding virtual entities 
and the real world entities (block 720) . Once the real 
world entities are registered, including the 
establishment of any user profiles and conditional 
criteria, the virtual reality system 20 monitors for 

15 virtual events (block 730) . In the absence of any 

virtual events, the virtual reality system 20 continues 
monitoring (block 730) . Upon occurrence of one or more 
defined events (block 740), the virtual reality system, 
if necessary, determines the event type or identifies the 

20 specific event (s), and processes any supporting event 
information (block 750) . 

Note that in some embodiments, the virtual reality 
system 20 may have only one type of event. In this case, 
the event notification sent from the virtual environment 

25 server 210 to the virtual environment interface 240 

identifies the virtual entities involved in the event. 
Other embodiments may have many types of events. Some 
embodiments may define the following events: 
Touch (entityl, entity 2), PickUp (entityl , entity2), 

30 Drop (entityl, entity2), Enter (entityl, entity2), 

Leave (entityl, entity2), Share ( entityl , entity2), and 
Push (entityl, entity2). Supporting data, much like 
functional arguments included with function calls in 
conventional programming languages, identifies the 
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particular entities involved in a given virtual event and 
information bearing on the type of event. This allows 
the virtual reality system 20 to undertake one or more 
specific communications functions based on the type of 
5 event and the particular virtual entities involved in the 
event. Of course, the present invention is not limited 
to the above event definitions or the above format for 
indicating which virtual entities are involved in a 
particular event. 

10 Once the event or events and the involved virtual 

entities are identified, the virtual reality system 20 
determines which particular communications function (s) to 
initiate (block 760) based on either current condition 
criteria (block 762), on configuration data or user 

15 profiles (block 764), or any combination thereof. If 
current conditions or configuration data indicate the 
need to change or modify the desired communications 
function (block 770), the virtual reality system 20 
updates or modifies the desired communications 

20 function (s) (block 780) and then initiates the updated or 
modified communications function (block 790) . If no 
update or modification is required (block 770), the 
virtual reality system 20 simply initiates the configured 
communications function (block 790) . If the virtual 

25 reality environment 220 is to remain active (block 800), 
the system returns to monitoring for virtual events 
(block 730), otherwise processing ends (820). 

Figure 8 provides additional details regarding a 
portion of the operating logic introduced in Figure 7 . 

30 Specifically, additional details appear for a method of 
implementing the process of registering entities (block 
720 of Figure 7) . Registering begins (block 830) by 
defining a virtual entity, if necessary, and associating 
the virtual entity with a real world entity (e.g., 
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person, communication device or system) (block 840) . One 
or more events, possibly of different types, are defined 
for the selected virtual entity (block 850) . If the 
virtual reality system 20 is to support changeable 
communications functions (block 860), the conditions and 
data bearing on the selection of a preferred 
communications function from one or more defined 
communications function are defined (block 870) . The 
conditional evaluations to be applied to this information 
are then defined to establish the criteria that will be 
used, at a particular time, to select a preferred 
communications function (block 880) . Once this is done, 
or if there are no conditional evaluation criteria to be 
established (block 860), the association between virtual 
events and the desired communications function is 
established (block 890) . 

This process may be thought of as "mapping" a set of 
defined virtual events into a set of desired 
communications functions. As noted, this mapping may be 
one-to-many, as in situations where one virtual event is 
associated with the initiation of more than one 
communications function. Alternatively, the mapping may 
be many-to-one, wherein multiple virtual events are 
associated with a common communications function. 
Further mapping subtlety arises from the ability to have 
the virtual reality system 20 dynamically change or 
update the mapping from virtual events to desired 
communications functions . 

Once the event-to-function mapping is completed for 
given events and a given entity, the virtual reality 
system 20 may return (block 900) to defining and 
associating more events and entities (block 840) . If 
there are no more entities to define and associate (block 
900), processing ends (block 910). 
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The foregoing descriptions and supporting drawings 
illustrate exemplary embodiments for practicing the 
present invention. However , as will be readily 
appreciated by those skilled in the art, the present 
5 invention allows significant variation in both 
implementation and operation. For example, the 
conditional criteria, if used, to determine which of 
several possible communications functions are to be 
initiated upon occurrence of a given event may be readily 

10 changed or expanded. Further, the manner of interfacing 
the virtual reality system 20 to one or more 
communications systems 30 may be changed as needed. For 
example, the virtual reality system 20 or parts thereof 
may be implemented as part of a computer network that 

15 hosts additional functionality, such as application and 
data support for a number of system users. In this 
circumstance, the computer network may include a hardware 
or software interface to the PSTN, a local PBX, the 
Internet, or any number of other communications systems. 

20 In such environments, then, the interface between the 
virtual reality system 20 and any supporting 
communications system 30 is intrinsic. 

No limitations should be construed for the present 
invention in light of the foregoing discussion of its 

25 exemplary embodiments. Indeed, the present invention is 
limited only by the scope of the claims appended thereto, 
and the reasonable equivalents thereof. 
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CLAIMS 

What is claimed is : 

1. A method comprising: 

monitoring for an occurrence of a virtual event 
generated by an interaction with a first virtual entity 
within a virtual reality environment; and 

initiating a communications function that has been 
associated with the virtual event upon occurrence of the 
virtual event; 

wherein the communications function provides for 
communications with a real world entity associated with 
the first virtual entity. 

2. The method of claim 1 wherein the virtual event 
is generated by a second virtual entity interacting with 
the first virtual entity within the virtual reality 
environment, and initiating the communications function 
comprises initiating a communication between real world 
entities associated with the first and second virtual 
entities upon occurrence of the virtual event. 

3. The method of claim 1 wherein the virtual event 
comprises an interaction between a second virtual entity 
and the first virtual entity within the virtual reality 
environment, and further wherein initiating the 
communications function comprises initiating a telephony 
session between real world entities associated with the 
first and second virtual entities. 



4. 

telephony 
between a 



The method of claim 3 
session comprises ini 
first telecommunicati 



wherein initiating the 
tiating telecommunications 
ons device associated with 
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the first virtual entity and a second telecommunications 
device associated with the second virtual entity. 

5. The method of claim 1 wherein the first virtual 
5 entity is associated with a first telecommunications 

device, and further wherein initiating the communications 
function comprises initiating a telecommunications call 
to the first telecommunications device. 

10 6. The method of claim 1 wherein the virtual event 

is generated by an interaction between a second virtual 
entity and the first virtual entity within the virtual 
reality environment, and further wherein initiating the 
communications function comprises initiating an email 

15 message from a computer system associated with the second 
virtual entity to a computer system associated with the 
first virtual entity . 

7. The method of claim 1 wherein the virtual event 
20 is generated by an interaction between a second virtual 

entity and the first virtual entity within the virtual 
reality environment, and further wherein initiating the 
communications function comprises initiating an 
electronic file transfer between a computer system 
25 associated with the second virtual entity and a computer 
system associated with the first virtual entity. 

8 . The method of claim 1 wherein the virtual event 
is generated by an interaction between a second virtual 

30 entity and the first virtual entity within the virtual 
reality environment, and further wherein initiating the 
communications function comprises pushing a 
representation of a graphical environment at a computer 
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system associated with the second virtual entity to a 
computer system associated with the first virtual entity. 

9. The method of claim 1 further comprising: 
5 defining a plurality of events that can be generated 

by a plurality of different interactions between the 
first and second virtual entities; 

associating respective ones of the plurality of 
events with respective ones of a plurality of 
10 communication functions; 

identifying a specific one of the plurality of 
events upon occurrence of one of the plurality of events; 

selecting a corresponding one of the plurality of 
communication functions from among the plurality of 
15 communication functions based on the specific one of the 
plurality of events; and 

initiating the corresponding one of the plurality of 
communication functions . 

20 10. The method of claim 1 further comprising: 

defining at least one additional communications 
function associated with the virtual event; 

defining a criteria for determining whether to 
initiate the communications function or the additional 
25 communications functions- 
evaluating the criteria upon occurrence of the 
event; and 

initiating one of the communications function and 
the additional communications function based on the 
30 evaluation of the criteria. 

11. The method of claim 10 wherein the criteria is 
a known location of a user associated with the first 
virtual entity. 
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12. The method of claim 10 wherein the virtual 
event is generated by an interaction between a second 
virtual entity and the first virtual entity within the 

5 virtual reality environment, and further wherein the 
criteria is a known location of a user associated with 
the second virtual entity. 

13. The method of claim 10 wherein the criteria is 
10 a time of day. 

14. The method of claim 1 wherein the virtual event 
is generated by an interaction between a second virtual 
entity and the first virtual entity within the virtual 

15 reality environment, and further comprising: 

initiating a telephony session between a first user 
associated with the first virtual entity and a second 
user associated with the second virtual entity using a 
first contact number for the first user during a first 

20 period of time; and 

initiating a telephony session between the first 
user associated with the first virtual entity and the 
second user associated with the second virtual entity 
using a second contact number for the first user during a 

25 second period of time. 

15. The method of claim 1 wherein initiating the 
communications functions comprises one in a group of 
actions consisting of initiating a telephony session, 

30 initiating a computer application, initiating an email 
transmission, initiating an electronic file transfer, 
initiating an electronic conference, initiating an 
electronic data sharing session, and initiating a virtual 
environment working session. 
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16. A method comprising: 

representing a real world entity as at least one 
virtual entity within a virtual environment; and 
5 associating at least one communications function 

relevant to the real world entity with a defined virtual 
event that can be generated by interacting with the at 
least one virtual entity. 

10 17. The method of claim 16 further comprising: 

monitoring for an occurrence of the defined virtual 
event; and 

initiating the at least one communications function 
upon occurrence of the defined virtual event. 

15 

18. The method of claim 16 wherein the defined 
virtual event is generated by an interaction between the 
at least one virtual entity and an additional virtual 
entity associated with another real world entity, and 

20 initiating the communications function comprises 

initiating a communication between the real world entity 
associated with the at least one virtual entity and the 
real world entity associated with the additional virtual 
entity upon occurrence of the defined virtual event. 

25 

19. The method of claim 16 wherein associating at 
least one communications function relevant to the real 
world entity with a defined virtual event that can be 
generated by interacting with the at least one virtual 

30 entity comprises: 

associating a plurality of communications functions 
relevant to the real world entity with the defined 
virtual event; and 
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defining at least one criteria for selecting a 
preferred communications function from the plurality of 
communications functions . 

20. The method of claim 19 further comprising: 
evaluating the at least one criteria upon occurrence 

of the defined virtual event to determine the preferred 
communications function; and 

initiating the preferred communications function. 

21. The method of claim 20 wherein initiating the 
at least one communications functions comprises 
initiating at least one in a group of actions consisting 
of initiating a telephony session, initiating a computer 
application, initiating an email transmission, initiating 
an electronic file transfer, initiating an electronic 
conference, initiating an electronic data sharing 
session, and initiating a virtual environment working 
session . 

22. The method of claim 16 further comprising: 
associating respective ones of a plurality of 

communications functions relevant to the real world 
entity with corresponding ones of a plurality of defined 
virtual events that can be generated by different 
interactions with the at least one virtual entity; 

selecting a corresponding one of the plurality of 
communications functions upon occurrence of a given one 
of the plurality of defined virtual events; and 

initiating the corresponding one of the plurality of 
communications functions . 

23. The method of claim 16 wherein representing a 
real world entity as at least one virtual entity within a 
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virtual environment comprises representing the real world 
entity with a plurality of virtual entities, and further 
wherein associating at least one communications function 
relevant to the real world entity with a defined virtual 
event that can be generated by interacting with the at 
least one virtual entity comprises associating respective 
ones of a plurality of communications functions with 
respective ones of the plurality of virtual entities . 

24. A method comprising: 

associating a virtual entity in a virtual reality 

environment with a persons- 
linking a virtual event defined for the virtual 

entity with a desired communications function relevant to 

the person; 

monitoring for an occurrence of the virtual event; 

and 

initiating the desired communications function upon 
occurrence of the virtual event. 

25. The method of claim 24 further comprising: 
linking the virtual event defined for the virtual 

entity with a plurality of communications functions; 

defining at least one criteria for selecting a 
preferred one of the plurality of communications 
functions at a given time; 

evaluating the at least one criteria upon occurrence 
of the virtual event to determine the preferred 
communications function; and 

initiating the preferred communications function. 

26. A computer readable media comprising software 
for instructing a computer to: 
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monitor for an event notification signifying an 
event occurring within a virtual reality environment; 

associate the event notification with a desired 
communications function; and 

initiate the desired communications function upon 
occurrence of the event notif ication, 

wherein the communications function provides for 
communications with a real world entity associated with 
virtual entity represented in the virtual reality 
environment . 

27. The computer readable media of claim 26 wherein 
the instructions to monitor for the event notification 
include monitoring for the occurrence of the event 
generated by an interaction between a first virtual 
entity and a second virtual entity, and the instructions 
to initiate the communications function include 
initiating a communication between real world entities 
associated with the first and second virtual entities 
upon occurrence of the event notification. 

28. The computer readable media of claim 26 for 
further instructing the computer to: 

process event data received as part of the event 
notification; 

determine information bearing on execution of the 
desired communications function from the event data; 

configure initiation information using the 
information bearing on the execution of the desired 
communications function; and 

initiate the desired communications function using 
the initiating information. 
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29. The computer readable media of claim 2 6 for 
further instructing the computer to: 

process the event notification to identify an 
occurrence of a certain event within the virtual reality 
5 environment ; 

select one from a plurality of desired 
communications function based on identifying the 
occurrence of the certain event; and 

initiate the one desired communications function 
10 selected from the plurality of desired communications 
functions . 



30. The computer readable media of claim 26 for 
further instructing the computer to: 
15 process the event notification to identify a 

specific event ; 

determine a specific desired communications function 
corresponding to the specific event; and 

initiate the specific desired communications 
20 function . 



31. The computer readable media of claim 26 for 
further instructing the computer to: 

determine a status condition associated with the 
25 desired communications function upon receipt of the event 
notification; and 

modify the desired communications function based on 
the status condition. 



30 



32. The computer readable media of claim 31 wherein 
said instruction to determine the status condition 
comprises determining a system time. 
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33. The computer readable media of claim 32 wherein 
said instruction to modify the desired communications 
function based on the status condition comprises 
initiating the desired communications function using 
different initiation information for different times. 

34. The computer readable media of claim 32 wherein 
said instruction to modify the desired communications 
function based on the status condition comprises 
initiating the desired communications function on a 
different one of a number of associated communications 
systems at different times. 

35. A computer readable media comprising software 
for instructing a computer system to: 

interface with a virtual reality environment to 
receive event notifications generated by events within a 
virtual reality environment; 

associate a particular one of the event 
notifications with a particular communications function; 
and 

initiate the particular communications function upon 
receipt of the particular one of the event notifications. 

36. The computer readable media of claim 35 for 
further instructing the computer system to: 

associate the particular one of the event 
notifications with a plurality of communications 
functions ; 

determine a preferred one of the plurality of 
communications functions upon occurrence of the 
particular one of the event notifications based on 
evaluating at least one defined criteria; and 
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initiating the preferred one of the plurality of 
communications function . 

37. The computer readable media of claim 36 for 
5 further instructing the computer system to receive 

information from a user identifying the plurality of 
communications functions . 

38. The computer readable media of claim 36 for 
10 further instructing the computer system to receive 

information from a user bearing on the evaluation of the 
at least one criteria to determine the preferred one of 
the plurality of communications functions. 

15 39. The computer readable media of claim 35 for 

further instructing the computer system to: 

receive configuration information from a user 

associated with the particular one of the event 

notifications ; and 
20 configure the particular communications function 

based on the configuration information. 

40. The computer readable media of claim 35 for 
further instructing the computer system to select one of 
25 a plurality of communications functions as the particular 
communications function based on a configuration value 
upon occurrence of the particular one of the event 
notifications . 

30 41. The computer readable media of claim 40 for 

further instructing the computer system to receive 
information determining the configuration value from a 
user associated with the particular one of the event 
notifications . 
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42. A virtual reality interface system comprising: 
a first communications interface adapted to receive 

an event notification from a virtual reality system; 

a processing system adapted to determine a desired 

communications function based on the event notification; 

and 

a second communications interface adapted to provide 
initiating information sufficient to initiate the desired 
communications function . 



43. The system of claim 42 wherein the first 
communications interface comprises a network 
communications interface adapted to transfer information 
between a virtual reality system server and said virtual 
reality interface system. 



44. The system of claim 42 wherein said second 
communications interface comprises a network 
communications interface adapted to transfer the 
information sufficient to initiate the desired 
communications function between said virtual reality 
interface system and at least one networked computer 
system associated with the desired communications 
function . 



45. The system of claim 42 wherein said virtual 
reality interface system hosts virtual reality 
environment software, and further wherein said first 
interface comprises a software interface with the virtual 
reality environment software. 



46. The system of claim 42 wherein the desired 
communications function is a computer telephony function, 
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and further wherein said second communications interface 
is adapted to communicate with a computer telephony 
system. 

5 47. A system comprising: 

means for monitoring for an occurrence of a virtual 
event generated by an interaction with a first virtual 
entity within a virtual reality environment; and 

means for initiating a communications function that 
10 has been associated with the virtual event involving the 
first virtual entity upon occurrence of the virtual 
event r 

wherein the communications function provides for 
communications with a real world entity associated with 
15 one of the first and second virtual entities. 

48. The system of claim 47 said means for monitoring 
for the occurrence of the virtual event monitors for the 
occurrence of the virtual event generated by an 
20 interaction between a first virtual entity and a second 
virtual entity, and said means for initiating the 
communications function initiates a communication between 
real world entities associated with the first and second 
virtual entities upon occurrence of the virtual event. 



25 
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ABSTRACT 

A virtual reality system initiates desired real 
world actions in response to defined events occurring 
within a virtual environment. A variety of systems, such 
as communications devices, computer networks, and 
software applications, may be interfaced with the virtual 
reality system and made responsive to virtual events. 
For example, the virtual reality system may trigger a 
communications system to establish a communications link 
between people in response to a virtual event. Users, 
represented as avatars within the virtual environment, 
generate events by interacting with virtual entities, 
such as other avatars, virtual objects, and virtual 
locations. Virtual entities can be associated with 
specific users, and users can define desired behaviors 
for associated entities. Behaviors control the real 
world actions triggered by virtual events. Users can 
modify these behaviors, and the virtual reality system 
may change behaviors based on changing conditions, such 
as time of day or the whereabouts of a particular user. 




LU 



O 



CO 




co^ 




3 






< 




CC rr; 
LU ^ 
co-^ 


c\j| 


3 





o 

LO 

cc 

LU 
CO 

3 

LU 



LU 
1- 



> 
<UJ 

LUO 
COq 



CD 

o! 



C\J 
CO 



a. 

LU 

i- 

CO 





o 






CD 


cr 


CL 


LU 


LU 


CO 




3 


co 













Q_ 

LU 

I- 
co 



CL 
LU 
I- 

co 



o 

LO 

£T 
LU 
CO 
3 

O 



CO 

CL 
LU 

CO 



Q 

LU 
X 
CO 
_J 

CQ 

CO 
LU 



o 

Q 
3 
< 



CQ 

CM 

(5 
EC 



CL 
LU 

co 



CO 
CL 
LU 
I— 
CO 



o 
m 

DC 
LU 
CO 
3 

3 



CL 
LU 
I— 
CO 




in 
EH 



( BEGIN J 



C 

r CURRENT 

COND./ 
(e.g. TIME, 
LOCATION); 



762 



REGISTER 
ENTITIES 



^720 



MONITOR FOR 
EVENTS 



^730 




DETERMINE EVENT TYPE/ 
IDENTIFY EVENT 



^-750 



^-760 



SELECT/DETERMINE 
DESIRED COMM FUNCTION 




YES 



-790 



INITIATE 
COMM FUNCTION 



^764 



MODIFY/ 
UPDATE 
COMM 
FUNCTION 



MODIFY/ 
UPDATE 
COMM 
FUNCTION 



^-780 




FIG. 7 



720 



REGISTER 
ENTITIES 



SELECT/DEFINE |T"840 
VIRTUAL ENTITY 



DEFINE EVENT/ 
EVENT TYPES 
AND INFORMATION 



^850 



■860 



"CHANGEABLE^ YES 
-UNCTIONS' 



^-890 



ASSOCIATE 
EVENTS AND 
DESIRED COMM 
FUNCTIONS 




r 



870 



IDENTIFY 
CONDITIONS/ 
DATA BEARING 
ON COMM 
FUNCTION 



IDENTIFY 
CONDITIONS/ 
DATA BEARING 
ON COMM 
FUNCTION 



880 



'C 



END 



FIG. 8 



Please type a plus sign (+) inside this box 



□ 



PTO/SB/01 (12-97) 
Approved for use through 9/30/00. OMB 0651-0032 
Patent and Trademark Office; U S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1 995, no persons are required to respond to a collection of information unless it contains 



DECLARATION FOR UTILITY OR 
DESIGN 
PATENT APPLICATION 
(37 CFR 1.63) 


Attorney Docket Number 


7000-026 


First Named Inventor 


Dalrymple, William 


COMPLETE IF KNOWN 


Application Number 


/ 


Declaration □ Declaration 
Submitted OR Submitted after Initial 
with Initial Filing (surcharge 
Filing (37 CFR 1.16 (e)) 
required) 


Filing Date 




Group Art Unit 




Examiner Name 





As a below named inventor, I hereby declare that: 

My residence, post office address, and citizenship are as stated below next to my name. 

I believe I am the original, first and sole inventor (if only one name is listed below) or an original, first and joint inventor {if plural 
names are listed below^ of the subiect matter which is claimed and for which a patent is s ought on the invention entitled 



CONTROLLING COMMUNICATIONS THROUGH A VIRTUAL REALITY ENVIRONMENT 



the specification of which 

is attached hereto 
OR 

□ was filed on (MM/DD/YYYY) [ 
Application Number | 



(Title of the Invention) 



]as United States Application Number or PCT International 



] and was amended on (MM/DD/YYYY) 



~|(if applicable) 



I hereby state that I have reviewed and understand the contents of the above identified specification, including the claims, as 
amended by any amendment specifically referred to above 

I acknowledge the duty to disclose information which is material to patentability as defined in 37 CFR 1.56 



! hereby claim foreign priority benefits under 35 U S.C. 11 9(a)-(d) or 365(b) of any foreign application (s) for patent or inventor's 
certificate, or 365(a) of any PCT international application which designated at least one country other than the United States of 
America, listed below and have also identified below, by checking the box, any foreign application for patent or inventor's certificate, 
or of any PCT international application having a filing date before that of the application on which priority is claimed 



Prior Foreign Application 
Number(s) 


Country 


Foreign Filing Date 
(MM/DD/YYYY) 


Priority 
Not Claimed 


Certified Copy Attached? 
YES NO 










□ □□□ 

□ □□□ 



| | Additional foreign application numbers are listed on a supplemental priority data sheet PTO/SB/02B attached hereto: 



I hereby claim the benefit under 35 U.S.C 1 19(e) of any United States provisional application(s) listed below. 



Application Number(s) 



Filing Date (MM/DD/YYYY) 



Q Additional provisional application 
numbers are listed on a 
supplemental priority data sheet 
PTO/SB/02B attached hereto. 
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Burden Hour Statement: This form is estimated to take 0.4 hours to complete. Time will vary depending upon the needs of the 
individual case. Any comments on the amount of time you are required to complete this form should be sent to the Chief Information 
Officer, Patent and Trademark Office, Washington, DC 20231. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 
ADDRESS. SEND TO- Assistant Commissioner for Patents, Washington, DC 20231 . 



Please type a plus sign (+) inside this box 



□ 



PTO/SB/01 (12-97) 
Approved for use through 9/30/00. OMB 0651-0032 
Patent and Trademark Office, U S DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains 
a valid OMB control number. 



DECLARATION — Utility or Design Patent Application 



I hereby claim the benefit under 35 U.S.C. 120 of any United States application (s), or 365(c) of any PCT international application designating the 
United States of America, listed below and, insofar as the subject matter of each of the claims of this application is not disclosed in the prior 
United States or PCT international application in the manner provided by the first paragraph of 35 U.S C. 1 12, l acknowledge the duty to disclose 
information which is material to patentability as defined in 37 CFR 1.56 which became available between the filing date of the prior application 
and the national or PCT international filing date of this application. 



U.S. Parent Application or PCT Parent 
Number 



Parent Filing Date 
(MM/DD/YYYY) 



Parent Patent Number 
(if applicable) 



| | Additional U.S or PCT international application numbers are listed on a supplemental priority data sheet PTO/SB/02B attached hereto 



As a named inventor, I hereby appoint the following registered practitioner(s) to prosecute this application and to transact all business in the Patent 



and Trademark Office connected therewith: 



Customer Number 
OR 



22033 AND 24631 



| | Registered practitioner(s) name/registration number listed below 



Place Customer 
Number Bar Code 
Label here 



Name 



Registration 
Number 



Name 



Registration 
Number 



| | Additional registered practitioner(s) named on supplemental Registered Practitioner Information sheet PTO/SB/02C attached hereto. 



Direct all correspondence to: 



Customer Number 
or Bar Code Label 




ndence address below 



Name 



Address 



Address 



City 



24631 



PATENT TRADEMARK OFFICE 



Country 



Telephone 



Fax 



I hereby declare that ail statements made herein of my own knowledge are true and that all statements made on information and belief are 
believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under 18 U.S.C 1001 and that such willful false statements may jeopardize the validity of the 
application or any patent issued thereon. 



Name of Sole or First Inventor: 



|~| A petition has been filed for this unsigned inventor 



Given Name (first and middle [if any]) 



Family Name or Surname 



William C. 



Dalrymple 



Inventor's 
Signature 



Date 



Residence: City 



NC 



Country 



USA 



Citizenship 



USA 



Post Office Address 


104 Miss Georgia Court 


Post Office Address 




City 


Cary 


State 


NC 


ZIP 


27511 


Country 


USA 



[X] Additional inventors are being named on the 1 supplemental Additional Inventor(s) sheet(s) PTO/SB/Q2A attached hereto. 
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Please type a plus sign (+) inside this box | + | 



PTO/SB/02A (3-97) 
Approved for use through 9/30/98. OMB 0651-0032 
Patent and Trademark Office; U.S DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a 





ADDITIONAL lNVENTOR(S) 


DECLARATION 


Supplemental Sheet 


Page 1 of i 




Name of Additional Joint Inventor, if any: ""[ 

Given Name (first and middle [if any]) 



□ A petition has been filed for this unsigned inventor 
Family Name or Surname 



Post Office Address 


115 Monarch Way 


Post Office Address 




City 


Cary 


State 


NC 


ZIP 


27511 


Country 


USA 


Name of Additiona 


Joint Inventor, if any: 


I 


□ A petition has been filed for this unsigned inventor 



Given Name (first and middle [if any]) 



Family Name or Surname 



Inventor's 
Signature 




Date 




Residence: City 




State 




Country 


Citizenship 


Post Office Address 




Post Office Address 




City 




State 




ZIP Country 


Name of Additiona 


I Joint Inventor, if any: | □ A petition has been filed for this unsigned inventor 


Given Name (first and middle [if any]) 


Family Name or Surname 







Inventor's 
Signature 



Date 



Residence: City 



State 



Country 



Citizenship 



Post Office Address 



Post Office Address 



City 



State 



ZIP 



Country 



Burden Hour Statement. This form is estimated to take 0.4 hours to complete. Time will vary depending upon the needs of the individual case Any 
comments on the amount of time you are required to complete this form should be sent to the Chief Information Officer, Patent and Trademark 
Office, Washington, DC 20231 . DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Assistant Commissioner for 
Patents, Washington, DC 20231 . 



